
Port d'informació cientifica – FTS – some considerations

FTS team and 3D DBA call

Some questions

1 – Have you a cleanup procedure?  Maybe all T1 could keep on the database 1 year of data 
but no more. What are your recommendations?

2 – If we install a new instance of FTS (with a cluster implementation for example), do you 
have   some   configuration   recommendation   about   db_block_size,   memory   configuration, 
how much redo log files, size of the redo log files...etc ?

3 – Some sites have the version 2.2.1 ; other the version 3.0.0. Where can we found all the 
relevant information, at oracle level, in order to know what version must we use? Could we 
create a 
communication channel between the oracle dba from FTS team and the other T1/T0 dba?

4 – Backup policy: Have you some recommendation about backups?

Some Issues

1 – A query overload the system. CPU was 100% used every hour. In the next pages we can 
see some captures of OEM console. When I start at PIC, FTS database was mounted in this 
server:

processor       : 0
vendor_id       : GenuineIntel
cpu family      : 15
model           : 3
model name      : Intel(R) Pentium(R) 4 CPU 3.40GHz
stepping        : 4
cpu MHz         : 3402.005
cache size      : 1024 KB

processor       : 1
vendor_id       : GenuineIntel
cpu family      : 15
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model           : 3
model name      : Intel(R) Pentium(R) 4 CPU 3.40GHz
stepping        : 4

MEMORY:
             total       used       free     shared    buffers     cached
Mem:       2074720    1986780      87940          0      38648    1681284
­/+ buffers/cache:     266848    1807872
Swap:      4080488     307536    3772952

Now the FTS database have been moved to this machine:

processor       : 0
vendor_id       : GenuineIntel
cpu family      : 15
model           : 4
model name      :                   Intel(R) Xeon(TM) CPU 3.20GHz
stepping        : 1
cpu MHz         : 3200.220
cache size      : 1024 KB

processor       : 1
vendor_id       : GenuineIntel
cpu family      : 15
model           : 4
model name      :                   Intel(R) Xeon(TM) CPU 3.20GHz
stepping        : 1
cpu MHz         : 3200.220
cache size      : 1024 KB

processor       : 2
vendor_id       : GenuineIntel
cpu family      : 15
model           : 4
model name      :                   Intel(R) Xeon(TM) CPU 3.20GHz
stepping        : 1
cpu MHz         : 3200.220
cache size      : 1024 KB

processor       : 3
vendor_id       : GenuineIntel
cpu family      : 15
model           : 4
model name      :                   Intel(R) Xeon(TM) CPU 3.20GHz
stepping        : 1
cpu MHz         : 3200.220
cache size      : 1024 KB
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MEMORY:
             total       used       free     shared    buffers     cached
Mem:       4045228    4021692      23536          0      20024    3362752
­/+ buffers/cache:     638916    3406312
Swap:      8385848      24668    8361180

Now we do dot have CPU overload anymore, but the FTS service maybe is not used at full 
level. We expect an exponencial increase of memory and CPU use when experiments will 
start. So We think it's necesary to check this query and maybe try to optimise it.

Suspected problematic Query:

SELECT * FROM (SELECT channel_share , 
DECODE(share_sum,0,0,channel_share/share_sum) share_norm , 
DECODE(cn,0,0,channel_share) share_active , 
NVL(DECODE(cn,0,0,channel_share/NULLIF(SUM(channel_share) OVER 
(PARTITION BY channel_name,cn),0)) ,0) share_active_norm , vo_name 
FROM ( SELECT t_channel_vo_share.channel_name channel_name , 
t_channel_vo_share.vo_name vo_name , 
t_channel_vo_share.channel_share channel_share , 
SUM(channel_share) OVER (PARTITION BY 
t_channel_vo_share.channel_name) share_sum , (SELECT COUNT(*) FROM 
DUAL WHERE EXISTS( SELECT NULL FROM t_job , t_file WHERE 
t_job.job_id = t_file.job_id AND t_file.file_state = 'Pending' AND 
t_job.vo_name = t_channel_vo_share.vo_name AND t_job.channel_name 
= t_channel_vo_share.channel_name)) cn FROM t_channel_vo_share 
WHERE t_channel_vo_share.channel_name = :1) i ) WHERE vo_name=:2

In order to resolve this, FTS team give us this index:

CREATE INDEX CHANNEL_VO_SHARE_IOT ON
T_CHANNEL_VO_SHARE ("CHANNEL_NAME", "VO_NAME",
"CHANNEL_SHARE") ONLINE;
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As we can see, there is ONE query using a lot of resources
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MOST GREEDY CHANNEL
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READ/WRITE INFORMATION
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Frequences of querying
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The second issue was the update from schema 221 to 300
We had some “insuficient privileges” errors during this upgrade. After some post with fts­
team we recreate in our pre production environment the schema, creating the user with 
thoses specifications:

create user ftspps identified by "xxxxxxx";
alter user ftspps default tablespace FTSPPS;
alter user ftspps quota 20G on FTSPPS;
grant create session, create table, create sequence, create view, 
create procedure, create trigger, create any index to ftspps;

The 2 tags in red are mandatory in order to do the upgrade successfully.


